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SOUTH END OF TUNNEL

800 NORTHEAST END OF TUNNEL

STRATIGRAPHY
AT MARTIN MARIETTA CORP.

KENTUCKY AVENUE MINE RETRIEVAL SHAFT

WORKING SHAFT W. MICHIGAN STREET N. ILLINOIS STREET E 38TH STREET

RAYMOND
STREET

700

=

OVERBURDEN

600

NEW ALBANY
(SHALE)

UEL

Gulf Engineers and Consulants

500

BLACK & VEATCH

400 CONCEPTUAL PROFILE

OF 30' DIA. TUNNEL,
SEE NOTES 2 AND 3

FINAL REPORT
CONCEPTUAL TUNNEL PROFILE

DEPT OF PUBLIC WORKS/USACE
FALL CREEK EVALUATION STUDY

SEE NOTE 1
NOTES:
SEE NOTE 1 0 3000° 6000 1. OVERBURDEN/ROCK AND ROCK CONTACTS SHOWN
300 - ————— —— ARE GROSS ASSUMPTIONS FOR ILLUSTRATIVE PURPOSES.
1"23000" ACCURATE CONTACT INFORMATION TO BE OBTAINED
HORIZONTAL SCALE FROM FUTURE GEOTECHNICAL INVESTIGATIONS.
ELEVATION (FEET ABOVE MEAN SEA LEVEL) 75 0 75 150" 2. TUNNEL DIAMETER SHOWN IS BASED ON 30’ DIAMETER (AVERAGE
/ — — TUNNEL DIAMETER TO ACHIEVE 95 TO 97 PERCENT CAPTURE).
1"=75' 3. TUNNEL PROFILE SHOWN FOR ILLUSTRATIVE PURPOSES. TUNNEL FROJECTING.
200 L VERTICAL SCALE HORIZON WILL BE DETERMINED FROM FUTURE GEOTECHNICAL 41330
INVESTIGATIONS, CONSIDERATION OF THE CSO CONNECTION
VERTICAL EXAGGERATION = 40 TO THE TUNNEL AND DEEP TUNNEL PUMP STATION HYDRAULICS. FIGURE
3.5
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